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ES11 Flood Sensor: WhatsUp Integration Quick Start Guide

1. Launch WhatsUp Main Screen.

2. Configure a new Active Monitor (refer to Figure 1):
2.1.Click onConfigurein the menu bar.
2.2.Click onActive Monitor Library...
2.3.Click onNew...
2.4. SelectActive Script Monitofrom the dropdown menu.
2.5.Copy the text fronES11 vbscript.txt into theScript Textox.
2.6.Change thesbusI D variable 800199 to the ES11’s Serial Number.
2.7.Set the Timeout to 60 seconds.
2.8. Give this monitor a name and description.
2.9.Click OK to return to thé\ctive Monitor Libraryscreen
2.10. Click Testand select the Websensor as the device to tesetbp.
2.11. OK again to exit that screen.
Edit Active Script Monitor @

Marne:
| ES11 Flood Sensor {702369) I Use in discovery

Descripkion:
| ES11 Flood Sensor with Serial Number 702369

Timeout: Scripk bype:
£ ;J {seconds) ]VBSC”D': j"
Scripk texk:
'Sending log message to the WhatsUp Event Yiewer A

Context,LogMessage "Checking Address=" & Context. GetProperty("address")

'Sek the resulk code of the check (0=5uccess, 1=Errar)
Context, SetResult 0, " WaterSensor Dry”

Dimn xrlbttp
Dirn skrRevEMO1L
Dim RevEMO1L
Dirm esbusID

'Please keep the quates in the Following
esbusID = "702363"

url = "httpi/" & Conkext, GetProperty("Address") & "findex. htmlvem” & esbusID & "grnd=" g Now
strRevEMOL ="

set xmihttp = CreateObject("Msxml2, XMLHTTP")
srilhtkp.open "GET", utl, false
srilhtkp.SetRequestHeader "Content-type", ket html"
#mihtkp.send

RewEMOL = xmibtkp, responseText

strRevEMO1 = RevEMOL
Zonkext.LogMessage RovEMO1L
if MidistrRevEMOL, 64, 13 = "L" then “WaterSensor valid
if Mid{strRewEMOL, 61, 1) ="F"then
Context.LogMessage "Esbus 1D " & esbusID & " WaterSensor Dry"

Conkext,SetResult 1, "Esbus ID " & esbusID & " WaterSensor \Wet"
end if Cancel

Help

Figure 1. Screenshot of the New Active Script Monitor configuration
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3. Select the Websensor that is connected to this ESit1
3.1.Right click on that device and seld&utoperties Alternatively, you can press the shortcut key
Ctrl-I.
3.2.Click onActive Monitorsand then click on thadd...button.
3.3. Select the Active Monitor that was created in Sgmd then hiNext.
3.4.Click OK to exit this screer\lextto advance forward to the next screBet(p Actions for
Monitor State Changesnd therFinish to exit the window.

4. For multiple ES11/Websensor pairs, repeat steps3za& needed.

Your ES11 should now be working with WhatsUp.
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