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Application Note 1006: Step-By-Step Guide for Configuring Cacti to Work 
with the Websensor 

 
Requirements: 

·  EM01B Websensor deployed on your network 
·  Websensor plugin script (check_em01.c) v2.1 and above. 
·  GNU C compiler (GCC) version 3 and above. 
·  Cacti version 0.8.6 and above 

 
1. Compile the plugin script using gcc 

�  gcc check_em01.c –o check_em01 
 

2. Copy the script to Cacti plugins directory. The default is /usr/share/cacti/scripts/ but may vary 
according to your installation. 

 
3. Change the permission of the script to read/execute by everyone. 

�  chmod 755 [cacti_path]/scripts/check_em01 
 
4. Import the template file em01_cacti_template.xml into your Cacti server. 

 
5. Add the Websensor(s) to your Cacti server to be monitored. 

�  Click on Devices then Add 
�  Fill in the fields especially Hostname. 
�  Select EM01_Websensor as your Host Template 
�  Delete anything in SNMP Community and leave that field blank. 
 

 
Fig 1: Adding a Websensor to Cacti 
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6. Create graphs for the Websensor 
�  Click on Create Graphs for this Host 
�  Check all the options (or check only the sensors you are interested in monitoring) 
�  Click on Create to proceed. 
�  On the next screen, click on create again as there are no options to be selected for the 

sensor graphs. 
 

 
Fig 2: Creating graphs for the Websensor 

 
7. Verify that the Websensor and the corresponding graphs has been successfully added to Cacti. 

�  Click on Devices to verify that the Websensor host exists and is up (you may have to wait 
a few minutes for it to show as UP) 

�  Click on Graph Management to verify that all the graphs selected for the Websensor 
exists. You may have to wait a few minutes for any data to appear on the graph. 

 

 
Fig 3: Verifying the graphs were created properly 
 

8. You may optionally add the Host or graphs to a particular graph tree. To do this, please refer to 
your Cacti user manual. 


